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AMENDMENTS TO THE CLAIMS 
This listing of claims will replace all prior versions and 
listings of claims in the application; 

(Currently Amended) A vehicle boarding environment 
controlling system constituted by a communication device and by 
a boarding environment controlling apparatus which io mounted 
on a vehicle and which communioatoo communicating with said 
communication device, said boarding environment controlling 

system comprising: 

detecting means which is included in said communication 
device and which dntnnfo for detecting a detection target 
object for personal authentication; 

personal authentication processing means for performing a 
personal authentication process based on said detection target 
object detected by said detecting means; 

registration storing means which, in association with each 
of pcrcono person to be authenticated in said personal 
authenticating process, stores luy iotrat ion of setting status 
information denoting a predetermined boarding environment of 
said vehicle; 

door lock controlling means which io included in said 
boarding environment controlling apparatus and *hiah unlnnkr 
for unlocking doors of said vehicle when uu y u uc of m id 
p cro o n o . a person is authenticated [[in]] by said personal 
authentication proccoo means ; and 
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setting status controlling means which io included in said 
boarding environment controlling apparatus and which, if any 
one of cald pcrcon- person is authenticated [[in]] by said 

personal authentication process processing means, changes 

[[the]] a boarding environment setting status of said vehicle 
in accordance with the setting status information associated 
with the authenticated person from among the setting status 
information stored in said registration storing means. 

--2. (Currently Amended) A vehicle boarding environment 
controlling apparatus comprising: 

communicating means for communicating with a 
communication device whieh that detects a detection target 
object for personal authentication; 

registration storing means for storing lu strati o n of 
setting status information denoting a predetermined boarding 
environment of a vehicle in association with each of poroon o 
person to be authenticated in a personal authentication process 
performed in accordance with said detection target object 
detected by said communication device; 

door lock controlling means for unlocking doors of said 
vehicle when any one u£ j aid p nr n nnr person is authenticated in 
said personal authentication process; and 

setting status controlling means which, if any one of oaid 
per s o n s person is authenticated in said personal authentication 
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process, changes [[the]] a boarding environment setting status 
of said vehicle in accordance with the setting status 
information associated with the authenticated person from among 
the setting status information stored in said registration 
storing means . 

--3. (Currently Amended) The vehicle boarding environment 
controlling apparatus according to claim 2, wherein said 
setting status controlling means changes, as said boarding 
environment setting status, a setting status of a specific 
mechanism related to a body of said vehicle. 

--4. (Currently Amended) The vehicle boarding environment 
controlling apparatus according to claim 3, wherein said 
□pcaific mechanism related to the body of said vehicle is at 
least one of an exterior mirror moving mechanism, an interior 
mirror moving mechanism, and a driver seat position moving 
mechanism. 

--5. (Currently Amended) The vehicle boarding environment 
controlling apparatus according to claim 2, wherein said 
setting status controlling means changes, as said boarding 
environment setting status, a specific setting item regarding 
electronic equipment which io mounted on said vehicle and which 
has predetermined functions. 
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--6. (Currently Amended) A vehicle boarding environment 
controlling method for use with a boarding environment 
controlling system constituted by a communication device and by 
a boarding environment controlling apparatus which is mounted 
on a vehicle and which communicates with said communication 
device, said boarding environment controlling method comprising 
the steps of : 

detecting a detection target object for personal 
authentication through said communication device; 

performing a personal authentication process based on said 
detection target object detected in said detecting step; 

storing, into a predetermined storage area, r e gistration 
e# setting status information denoting a predetermined boarding 
environment of said vehicle in association with each of pcroonc 
P erson to be authenticated in said personal authenticating 
process ; 

unlocking doors of said vehicle through said boarding 
environment controlling apparatus when an , o ne of r j aid porc nr^ 
a person is authenticated in said personal authentication 
process; and 

[[if]] when any efte e£ said persons person is 

authenticated in said personal authentication process, the* 
^handing, through causing said boarding environment controlling 
apparatus [[,] ] to change the boarding environment setting 
status of said vehicle in accordance with the setting status 
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information associated with the authenticated person from among 
the setting status information stored in the storage areas. 
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